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SLD20 - surface installation (2/2) (180° / 90° connection)

Fixation spring information, when 90° / 180° connection is used.

SLD 20 (first profile section) SLD 20 (second profile section)

5cm - 15cm maximum 1m maximum 1m 5cm - 15cm 5cm - 15cmmaximum 1mmaximum 1m5cm - 15cm

attach endplate with safety
cable to surface spring

attach endplate with safety
cable to surface spring

attach connection bracket with
safety cable to surface spring

90° connection, components.

1x

1x

T206x

180° connection, components.

1x

1x

T206x

180° connection, installation.

90° connection, installation.
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SLD20 - suspended installation (1/3)

Suspension kit information.

maximum 1m maximum 2m maximum 1m

uplight possible

maximum 1m maximum 2m maximum 1m

uplight possible

maximum 1m maximum 2m maximum 1m

in lieu of a suspension kit, the power feed cable may be used to
mechanically suspend the profile (not in case of sloped ceilings)

uplight possible

Dimensions.
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Mount the cable holders to the ceiling.

For sloped ceilings: cable holders must be combined with hinge (not included).

Add the suspension kits to the base profile.

OPTION 1

OPTION 2

OPTION 3

24V cable

24V cable

24V cable



Connect power feed cable to a Modular Lighting
Instruments ceiling canopy or Modular Lighting
Instruments surface 24V DC power supply.
See individual instruction sheet for installation.

Shorten power feed cable at ceiling side. Follow
strip information as shown in this instruction
sheet (shrink sleeves included). Don’t disconnect
the power feed cable from the base profile.

40mm40mm

11mm

CORE

SHIELD

Power feed cable information.

1 2 3

4 5 6
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SLD20 - suspended installation (2/3)

NEGATIVE (black)

24V DC
POSITIVE (red)

NEGATIVE (black)

24V DC
POSITIVE (red)

Electrical connection.

Make sure power is off when making or changing
electrical connections. Respect the polarity.
Always use a parallel connection for multiple
24V DC luminaires on a single power unit.

Guide the steel cables through the cable holders. Cut the cover (polycarbonate) to length and click the pieces in the top of the base profile.

SLD20 Suspension

SLD20 Suspension + Uplight

Without uplight = cover
        With uplight = diffuser
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SLD20 - suspended installation (3/3) (180° / 90° connection)

90° suspended connection, components.

1x

T206x

180° suspended connection, components.

1x

T206x

180° suspended connection, installation.

90° suspended connection, installation.


