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1. Remove the covers from the connection modules.

Unlock end connection module covers: twist
the screw in the body. Do not remove the screw.1.5

2. Add the steel cables to the connection modules.

3. Mount the steel cables with the cable holders and powerfeed canopy to the ceiling.

dimensions: see last page
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SEE SEPARATE INSTALLATION INSTRUCTIONS FOR 
SUSPENSION SETS AND POWER FEED CANOPY  
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2. Add the steel cables to the connection modules.

Straw
9365XXXX

B Use indicated terminals

4.1 Additional for Suspension modules with powerfeed

DALI

230V

GREEN
YELLOW

BLUE

BROWN

RED

BLACK

Make sure the wires are mounted within the product enclosure !

WEIGHT OF LIGHTING 
FIXTURE SHOULD ALWAYS

BE CARRIED BY THE 
STEELCABLE ! 

MAX
70mm

9mm
50mm

A Strip wires power feed cable

C Add Cabletie T10

TIGHTEN FIRMLY

35 mm

36 m
m

22 mm

SCREWS  NOT INCLUDED

max 
Ø8,5 mm

max Ø4,5 mm

2x T8

SCREWS  INCLUDED

Fix bracket to the wall

4.2 Additional information for Wall Connection

9mm

50mm

A

Strip wires powerfeed cableB Add cabletieC
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5. Connect the first linear module to the connection modules.

A B C

Pay attention to the orientation of the rib
on the top side of the connection modules.

minimum 50mm
remaining

6. Level the first linear module.

A B C

OR MAX  45°

maximum 45°

configuration must be aligned
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7. Add the covers back to the connection modules.

A B C

Lock end connection module covers: slightly
loosen the screw. Do not remove the screw.

Before connecting the following linear module:
level the previous linear module & add the cover.

Level the following linear module.
Follow the instructions in step 5.

Connect the following linear module.
Follow the instructions in step 4.

Add the cover back to the connection module.
Follow the instructions in step 6.

8. Add the following linear modules.
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9. Module rotation.

Make sure both ends of each linear module are
equally rotated to keep the configuration aligned.

10. Unlock modules.

Straw
9365XXXX

 ̐΀Рؐ֐؁

1385 mm 45 mm

80 mm

1260 mm

1820 mm

80 mm

90 mm

160 mm

160 mm
1945 mm

45 mm

3490 mm

35 mm

Configuration example
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Straw 60 Blind Profile - 936554XX

minimum 300mm / maximum 1820mm

Straw 60 Profile - 1260mm - 936550XX

Straw 60 Profile - 1820mm - 936551XX

Straw 60 Profile Up/Down - 1260mm - 936552XX 

Straw 60 Profile Up/Down - 1820mm - 936553XX 

Components & dimensions - linear modules.

Components & dimensions - connection modules.

Straw - components & dimensions
9365XXXX
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160 mm

80 mm
35 mm 80 mm

35 mm

90 mm

45 mm
25 mm 45 mm

160 mm160 mm

80 mm
35 mm 80 mm

160 mm

80 mm
35 mm 80 mm

35 mm

Power Feed and Suspension End

936561XX
Wall Power Feed End

936567XX

Suspension Mid

936562XX

Suspension End

936560XX

Power Feed and Suspension Mid

936563XX

COMPONENTS & ACCESSORIES
For latest version of all available components and accessories,
check www.supermodular.com or connect with your sales contact.

MAXIMUM AMOUNT OF LINEAR LIGHT MODULES 
CONNECTED TO 1 POWER FEED:

DALI
STRAW 60 LINEAR 21 pc 15 pc

NON-DIM

STRAW 60 LINEAR UP 11 pc 7 pc

PREVENTING ELECTROSTATIC DAMAGE
A discharge of static electricity may damage
sensitive components. Therefore do not touch the
LED nor the stripped parts of the wires with bare
hands. Always be properly insulated by using
ESD gloves.

ESD

LIGHT SOURCE - DO NOT TOUCH LED
Touching the LED can result in permanent damage
of the light source. The light source and/or driver
contained in this luminaire shall only be replaced
by the manufacturer or his service agent or a
similar qualified person.


