
1DESCRIPTION TECHNICAL DATA

 Surrounding materials , obstructions (walls, concrete, metal,...) and other wireless 
signals can have a negative influence on the casambi wireless signal range.

Always check on site circumstances for optimal signal quality.

Connect fixture to a Casambi network by using 
the Casambi App which can be downloaded from 
iOS App Store or Google Play Store.

www.casambi.com

max 7 m

For more information, support and troubleshooting about the Casambi 
technology please visit: 
https://support.casambi.com/support/solutions

Use this device in an Evolution network
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CBU-TED

CBU-TED Dim Module (= 13470101) is a wireless control unit for LED drivers 
with Trailing Edge dimming interface.  

CBU-ASD is controlled wirelessly with Casambi smartphone and tablet 
applications using Bluetooth 4.0 protocol. The Casambi app can be downloaded 
free of charge from Apple App Store and Google Play Store.

Devices form automatically a secure wireless mesh network so that a large 
number of fixtures can be controlled from any point. No external gateway model 
is needed. No external Dali power supply is needed. 

The CBU-ASD control unit will be connected directly to Trailing Edge controllable 
LED driver. Connect only one LED driver to one CBU-TED. Therefore, when 
there are multiple drivers in one Modular fixture, this fixture will show as multiple 
control units in the Casambi App. To control multiple CBU-TED control units 
simultaneously, add them to the same network and group those units that you 
want to control together.

Input
Voltage range:
Frequency:
Max. mains current:
No-load standby power:

Output
Dimming method: 
Max. output power:
Max. output current: 
Min. load requirement: 
Max inrush current:

Radio transceiver
Operating frequencies:
Maximum output power:

Operating conditions
Ambient temperature, Ta:

Mechanical data
Dimensions: 
Weight: 
Degree of protection: 
Protection class:

Maximum number of drivers connected:  

85-240 VAC
50 Hz

< 0,3 W

Trailing-edge phase control
100 W @ 230 VAC
0,43 A
1W
10A, 100 ms

2,402 ... 2,480 MHz
+8 dBm

-20 ... +45°C

40,4 x 36,2 x 14,0 mm
15 g
IP20 (indoor use only)
Built-in Class II

1 pc

0.43A
< 0,3 W

 

Disposal Instructions

In line with EU Directive 2002/96/EC for waste electrical and electronic 
equipment (WEEE), this electrical product must not be disposed of as unsorted 
municipal waste.

Please dispose of this product by returning it to the point of sale or to your local 
municipal collection point for recycling.  

ICONS IN APP

Modular DIM

Slide sideways over icon of the unit or group you want to control to change 
light intensity 
or longtap on the icon to reveal slider.
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LED driver

LED module

6 - 8mm 

0,5 - 1,5mm² 
20 - 16 AWG 

INSTALLATION

Using CBU-TED with maximum load will make it hot. 
Make sure to place the product in well-ventilated space 
and away from any flammable material.

CBU-TED is a built-in class II device. Use double 
insulated wires or an external mounting box if the device 
is not mounted inside another insulated device.
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